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DÔLEŽITÉ BEZPEČNOSTNÉ INFORMÁCIE
Vysvetlenie upozorňujúcich slov a symbolov použitých v tomto návode

Bezpečnostné upozornenie. Upozorňuje na potenciálne nebezpečenstvo ublíženia na zdraví. Dodržte 
všetky pravidlá bezpečnosti, nasledujúce tento symbol, aby ste sa vyhli zraneniu alebo smrti.

VAROVANIE Označuje hazardnú situáciu, ktorej ak sa nevyhnete, môže 
spôsobiť smrť alebo zranenie.

OPATRNOSŤ Použité so symbolom bezpečnostného upozornenia, označuje nebezpečnú 
situáciu, ktorej ak sa nevyhnete, môže spôsobiť zranenie vášho domáceho miláčika.

UPOZORNENIE označuje spôsoby bezpečného použitia, ktoré nemá vo výsledku zranenie

• NEponárajte kontrolný panel do vody. Základňa prístroja NESMIE byť ponorená do vody v žiadnom 
prípade, pretože by to mohlo poškodiť elektronické súčiastky.

• NEpokladajte nič na vrchnú časť krmítka. Zariadenie sa spustí automaticky. Udržujte čisté.
• Zlikvidujte všetky balné materiály správne. Niektoré časti môžu byť zabalené v igelitových taškách. 

Tieto tašky môžu spôsobiť smrť udusením, preto ich držte mimo dosahu detí a vašich domácich zvierat.
• Nedovoľte malým deťom hrať sa s,  vnútri alebo v blízkosti kŕmidla pre zvieratá. 
• Pre zníženie rizika zranenia, je nevyhnutný dôkladný dozor, keď je zariadenie používané deťmi alebo v 

blízkosti nich.
• Určené výhradne na použitie mačkami alebo psami.
• Nepoužívajte toto kŕmidlo, ak vlastníte šteniatka, mačiatka, psy alebo mačky, ktoré nie su schopné 

dočiahnuť na misku s jedlom alebo trpia nejakým fyzickým postihnutím.
• NEpoužívajte vonku. URČENÉ VÝHRADNE PRE POUŽITIE V DOMÁCNOSTI. Pravidelne 

kontrolujte funkčnosť a uistite sa, či kŕmidlo vydáva krmivo správne.
• Výhradne pre suché krmivá.
• NEpoužívajte mokré, konzervované alebo vlhké potraviny.
• Kŕmidlo pre zvieratá by malo byť umiestnené na rovnom povrchu.
• Pred odchodom na dlhší čas, vždy vymeňte batérie za nové.
• Nikdy neumiestňujte žiaden cudzí objekt do kŕmidla.
• NErozoberajte kŕmidlo iným spôsobom, ako je rozobratie súčiastok v tomto manuáli použitia.
• Na ochranu proti elektrickému šoku, ak používate napájací kábel, nikdy ho neumiestňujte do vody 

alebo iných tekutín. To isté platí pre zástrčku. 
• Používajte výhradne doplnkové zariadenia a súčiatky, ktoré predáva výrobca.
• NEodpájajte zatiahnutím za napájací kábel. Pre odpojenie,  uchopte zástrčku, nie napájací kábel.
• NEpoužívajte žiadne zariadenie, ak má poškodený napájací kábel alebo zástrčku, alebo ak má zariadenie 

poruchu alebo bolo poškodené. V takom prípade okamžite zavolajte Centrum Zákazníckeho Servisu, 
pre poskytnutie ďalších inštrukcií. 

• Pre prenosné zariadenie - aby sa znížil risk elektrického šoku, nepokladajte alebo skladujte zariadenie, 
na mieste, kde môže spadnúť alebo byť strhnuté do vane alebo umývadla.

• Vždy odpojte zariadenie, keď sa nepoužíva, pred namontovaním alebo odmontovaním súčiastok a pred 
čistením. Nikdy neťahajte za napájací kábel, pre jeho odpojenie z elektrickej zásuvky na stene.

• Nepoužívajte zariadenie na iné účely, než pre aké bolo vyrobené. 
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• Ak sa zástrčka tohto zariadenia dostane do kontaktu s vodou, odpojte prísun elektriny do zástrčky na 
stene, ktorú práve používate. Nepokúšajte sa odpojiť kábel.

• Dôkladne prehliadnite prístroj po inštalácii. Nezapájajte do elektriny, ak je voda na napájacom kábli 
alebo zástrčke.

• Pre vyhnutie sa zakopnutiu,  vždy umiestnite napájací kábel na miesto, kde sa nikto nepohybuje.

• Nedovoľte zvieratám žuvať alebo prehltnúť žiadne súčiastky. Ak máte obavy ohľadom napájacieho 
kábla a zásuvky, kúpte si ochrannú násadu (ochrana z tvrdého plastu) na vaše zariadenie, aby ste 
ochránili napájací kábel a zásuvku.

• Nepokúšajte sa sami opraviť žiadnu závadu na vašom kŕmidle.
• Ak je potrebný dlhší kábel, mala by sa použiť predlžovačka s primeraným hodnotením.
• nepoužívajte kŕmidlo pre zvieratá na nič iné, než pre čo bolo vyrobené. Použitie doplnkov 

nepredávaných alebo nedoporučených výrobcom, môže spôsobiť nebezpečné podmienky. 
Nemodifikujte zariadenie.

• Neinštajujte a neskladujte kŕmidlo, na mieste, kde bude vystavené počasiu alebo teplotám blížiacim sa 
nule a nižšie.

• Nezdvíhajte kŕmidlo za jeho veko, násypku, misku alebo držiak misky. Zdvíhajte a noste kŕmidlo 
použitím oboch rúk a podstavca násypky, držiac zariadenie vo zvislej pozícii.

• Prečítajte si a všimnite si všetky dôležité upozornenia zmienené na zariadení a na jeho balení. 

USCHOVAJTE SI TIETO INŠTRUKCIE
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Vlastnosti, ovládacie prvky a indikátory 

Kľúčové definície
Navigácia 5-timi tlačítkami: Skupina 5 tlačidiel na kontrolnom panely so šípkou hore, dolu, 
doľava, doprava a tlačidlom enter/výber, používané na navigáciu LCD obrazovkou pre 
programáciu krmítka.
Priehradka batérie: Uložená na spodnej strane podstavca násypky krmítka a obsahuje 4 alkalické 
batérie.

Centrum zákazníckeho servisu 1-800-732-2677 
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Kryt batérie: Zakrýva a chráni priehradku s batériou.

Držiak misky:  Odnímateľný plastový kus, prichytený na podstavec násypky krmítka. Používa sa na 
udržanie misky z nerezovej ocele na jej mieste.

Zámok tlačidiel: Navigácia 5-timi tlačidlami sa automaticky uzamkne po 2 minútach bez aktivity a na 
LCD obrazovke sa objaví ikona zámku. 

Nastavenie pre mačku:  Základný plán kŕmenia pre mačku. Krmítko je automaticky nastavené na dve 
1/4 nádobky (59ml) vydané denne o 8am (8:00) a 5pm (17:00).

Kontrolný panel: Oblasť na prednej časti krmítka s 5-tlačidlovou navigáciou a LCD obrazovkou.

Transportér: Posúva jedlo cez násypku  postupne množstvom 1/8 nádobky a vydáva jedlo cez kĺzačku 
do misky z nerezovej ocele.

Nastavenie pre psa: Základný plán kŕmenia pre psa. Krmítko je automaticky nastavené na dve dvojité 
nádobky (473ml) vydané denne o 8 am (8:00) a 5pm (17:00). 

Kĺzačka na jedlo: Otvorená v podstavci násypky a trasportéri, kadiaľ prechádza krmivo a podáva sa do 
misky z nerezovej ocele.

Trieda jedla: Materiál je schválený sa dostať do priameho kontaktu s krmivom, bez toho aby sa krmivo 
poškodilo, zmenila sa jeho farba, vôňa alebo chuť. 

Násypka:  Drží suché alebo polosuché krmivá s kapacitou 24 nádobok.
Podstavec násypky: Drží násypku a misku. Je to hlavná časť krmítka s kontrolným panelom.
Veko násypky:  Zapadá na vrchnú časť násypky a zakrýva krmivo.
Tlačidlo na uvoľnenie násypky: Umožňuje odobratie násypky kvôli čisteniu.
Možnosť okamžitého kŕmenia: Umožňuje okamžitý výdaj najbližšieho naplánovaného kŕmenia, 
použitím navigácie 5-timi tlačidlami.

LCD obrazovka: Obrazovka z tekutého kryštálu na vizuálne zobrazenie textu a obrázkov, uľahčuje 
nastavenie krmítka. Umiestnená na kontrolnom paneli na podstavci násypky. 

Číslo porcie: Ukazuje, ktoré kŕmenie je nastavené. Je možné naplánovať až 12 kŕmení.

Veľkosť porcie: Ukazuje porciu krmiva pre kŕmenie, ktoré práve nastavujete aleboďalšie naplánované 
kŕmenie. Môže byť nastavené na nádobky, s použitím 12 hodinového časového formátu alebo mililitre, 
s použitím 24 hodinového časového formátu. Najmenšia porcia je 1/8 nádobky (30ml) a najväčšia je 4 
nádobky (946ml). 

Pause Feed Mode: Allows feeding schedule to be temporarily stopped without the need to 
reprogram or disable power. No food will be dispensed until pause is removed. Picks up as 
programmed with next scheduled meal when pause is removed.

Power Connector:  For connecting the pet feeder to the power adapter (sold separately).

Serial Number: Unique identification number assigned to each pet feeder during 
manufacturing and is located inside the battery compartment.

Slow Feed Mode: Slows down rate conveyor dispenses food into bowl. Each scheduled 
meal is slowly dispensed over a 15 minute period. This is useful for a pet that gulps or eats 
too quickly, causing them to get sick. If Slow Feed is set, it applies to all scheduled meals.

Stainless Steel Bowl: Catches dry pet food when dispensed from feeder food chute with 5-
cup capacity.

Time Indicator: Displays the current time or time of next scheduled meal. Can be set to 12 
hour or 24 hour format.

Note: If time is set to 12 hour format, meal size is automatically set to cups. If time is 
set to 24 hour format, meal size is automatically set to milliliters.

User Mode: Allows feeding schedule to be customized by setting number of meals (up to 
12 each day), meal times and meal sizes (from 1/8-cup (30 ml) up to 4 cups (946 ml).
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Rýchly sprievodca ikonami a tlačítkami
RÝCHLY PRIEVODCA IKONAMI

IKONA FUNKCIA

05:30 pm 
18:00

IDIKÁTOR ČASU - Ukazuje aktuálny čas alebo čas ďalšieho kŕmenia. 
Môže byť nastavený na 12 alebo 24 hodinový formát.

INDIKÁTOR UZAMKNUTIA TLAČIDIEL - Displays when 5-
Button Navigation is disabled. Buttons automatically lock when 
not in use.
INDIKÁTOR BATÉRIE - Displays when D-cell alkaline batteries are 
in use and life status.

POWER ADAPTER INDICATOR - Displays when power adapter is 
connected to pet feeder.

2
MEAL NUMBER INDICATOR - Displays which meal is being 
programmed. Up to 12 meals can be scheduled.

1-1/8 cup
30 ml

MEAL SIZE INDICATOR - Displays portion for meal number being 
programmed or portion for next scheduled meal to be dispensed. 
Can be set to cups if using 12 hour time format or milliliters if using 
24 hour time format.

dog DOG - Feeding schedule is set to default dog, which is two 2-cup 
(473 ml) meals per day at 8 am (08:00) and 5 pm (17:00).

cat CAT - Feeding schedule is set to default cat, which is two ¼-cup 
(59 ml) meals per day at 8 am (08:00) and 5 pm (17:00).

usr USER MODE - Feeding schedule is set to user mode with 
customized meal numbers, times and portions.

SLOW FEED INDICATOR - Displays if feeder is set to Slow Feed 
Mode, which dispenses all scheduled meals at a slower rate over a 
15 minute period.

PAUSE FEED INDICATOR - Feeding schedules are suspended and 
feeder will not dispense food until pause is removed.

IMMEDIATE FEED - Push to immediately dispense next scheduled 
meal. Only one meal in a row can be immediately fed. A meal must 
be automatically dispensed before immediate feed can be used again. 

TIME - Push to view current time or push and hold to set clock.
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5-BUTTON NAVIGATION QUICK GUIDE
BUTTON DESCRIPTION SETUP MODE FUNCTION OPERATING MODE FUNCTION

UP Increases Selection View Time/Change Time (hold 
for 5 seconds)

DOWN Decreases Selection Pause Feed to temporarily 
suspend meals

LEFT Moves Right to Left 
through editable fields on 
the LCD screen

Enter/Exit Slow Feed Mode

RIGHT Moves Left to Right 
through editable fields on 
the LCD screen. 

Immediate Feed

ENTER Press to program Setup 
settings to feeder. 

Returns to Setup Mode to 
change feeding schedule (hold 
for 5 seconds)

ENTER + UP N/A Unlock 5- Button Navigation

ENTER + LEFT N/A Prepares conveyor with food  

Specifications
Programming
• Three feeding schedule options available:

Dog -Feeder is preset to (2) 2-cup (473 ml) meals per day at 8 am (08:00) and 5 pm (17:00),
Cat -Feeder is preset to (2) 1/4-cup (59 ml) meals per day at 8 am (08:00) and 5 pm (17:00),
User -allows feeding schedule to be customized by setting number of meals, meal times,
and meal sizes.

• Up to 12 meal times can be set each day (every 24 hours) within 15 minute increments.
• Meal portions adjustable from 1/8-cup up to 4-cups (30 ml up to 946 ml), in 1/8-cup (30 ml)

increments.
• Slow Feed Mode – slowly dispenses scheduled food portion over a 15 minute period to help

prevent pet from gulping or eating too fast.
• Immediate Feed – dispenses next scheduled meal with the touch of a button using 5-Button

Navigation. Programming then picks up with scheduled meal after the meal dispensed.
• Pause Feed Mode – temporarily stops feeding schedule and will not dispense food until

pause is removed. When paused is removed it picks up with next scheduled feeding.

Food Types
• Use only dry or semi-moist dog or cat food.
• Do NOT use canned, wet or moist dog or cat food.

Capacity
• Hopper holds approximately 24-cups of dry or semi-moist food.
• Bowl holds up to 5-cups of dry or semi-moist pet food.
• Conveyor dispensing capacity is 1/8-cup (30 ml) increments.

Power
• Requires 4 D-cell alkaline batteries. Batteries NOT included.
• Estimated battery life is 1 year.
• Optional power adapter available (sold separately, see “Replacement Parts & Accessories”,

page 20).
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OPERATING GUIDE

Prepare and Assemble Feeder        
1A.	Remove From Package  

After removing feeder from box and packaging, remove 
components located inside feeder hopper. Open lid by 
pulling back finger latch then lifting lid up using finger 
grips. Remove all components from packaging. 

Dispose of all packaging materials 
properly. Some items may be 
packed in polybags; these bags 
could cause suffocation; keep 
away from children and pets.

1B.	Clean Removable Parts 
All parts which contact pet food are made of BPA-free, food grade materials and should 
be cleaned prior to initial use. These parts easily remove for cleaning. The washable parts 
are:  stainless steel bowl, bowl holder, hopper lid, hopper and conveyor. The stainless 
steel bowl, bowl holder, hopper lid and hopper are dishwasher safe. Only clean the 
conveyor by hand-washing using cool or warm soapy water. These washable parts can be 
submerged in water. Rinse and let all parts air dry completely before assembling feeder. 
Stand conveyor upright with front chute on flat surface for best drying results. DO NOT 
use hot water, submerge the hopper base in water or clean conveyor in an 
automatic dishwasher. 

Do NOT immerse control panel in water. Base unit should NOT be 
submerged in water at any time, as this may damage electronic 
components.

To Remove Hopper: Press hopper release button on 
back of feeder then lift to remove.

To Remove 
Conveyor: Pull 
back red conveyor 
latch to unlock. Lift 
to remove.

Step 1 
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1C.	Assemble Feeder 
Before assembling feeder, make sure all parts are clean and completely dry. DO NOT 
program or use buttons until feeder is completely assembled. DO NOT fill with food until 
instructed in Step 2C. 

To Install Batteries: 
Push in and lift tabs 
to remove battery 
compartment 
door on bottom 
of feeder. Install 
4 D-cell alkaline 
batteries into 
battery 
compartment, 
matching battery 
outlines. Replace 
battery door. 

To Install Conveyor:  Before installing conveyor, align 
one lip on conveyor belt with alignment arrows on side 
of conveyor housing. Install conveyor by first aligning 
food chute on conveyor front with food chute on front 
of hopper base. Lower back of conveyor and align with 
gear in hopper base. Push red conveyor latch to lock 
in place. 

Note: If conveyor is not installed correctly, red latch 
will not lock and conveyor will move up and down. 
Also if conveyor belt is not aligned as instructed, 
incorrect meal sizes will be dispensed. Ensure 
conveyor is installed properly before installing hopper. 
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To Install Hopper: 
Align back food 
chute on hopper 
over conveyor 
agitator. Ensure 
conveyor agitator is 
inside back chute 
and lower hopper 
into base. Gently 
push hopper until 
release button 
snaps into place. 

Note: If hopper 
is not installed 
correctly with agitator inside back food chute, agitator can break. Also incorrect meal 
sizes or no food at all will be dispensed. 

To Install Bowl:
Slide tabs on bowl 
holder into slots on 
front of feeder until 
tabs lock into place. 
Insert bowl into 
holder by placing 
back of bowl under 
food chute and 
tilting front of bowl 
forward, sliding  
under lip on holder. 
Lower back of bowl 
into place.  

Initial Setup       
2A.	Time Setup:  

The feeder automatically enters into Setup Mode after batteries are installed or power is 
connected. The LCD will show a blinking 12 to set time format. 

Note: If time is set to 12 hour format, meal size measurement is automatically set to 
cups. If time is set to 24 hour format, meal size measurement is automatically set to 
milliliters. 

To Set Time: 
1. After powering feeder, the LCD will show a blinking

12 for time format setup. Use UP or DOWN buttons
to scroll to select 12 hour or 24 hour time format.
Press RIGHT button to set time.

12 Hour Format: 
1. For 12 hour format, the screen will show 12:00 AM

with the hour field blinking. Use UP or DOWN
buttons to scroll through numbers to set current
hour with current AM or PM. Press RIGHT button to
move to minute field.

Step 2 
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2. Use UP or DOWN buttons to scroll through numbers to set current minute. After
current minute is set, press RIGHT button to setup feeding schedule.

24 Hour Format: 
1. For 24 hour format, the screen will show 0:00 with

the hour field blinking. Use UP or DOWN buttons to
scroll through numbers to set current hour. Press
RIGHT button to move to minute field.

2. Use UP or DOWN buttons to scroll through numbers to set current minute. After
current minute is set, press RIGHT button to setup feeding schedule.

2B.	Feeding Schedule Setup: 
After pressing RIGHT button in Time Setup, the LCD screen shows the time just set and 
blinks the word dog prompting for the feeding schedule to be set. The Healthy Pet Simply 
Feed™ has three feeding schedule options: default dog (dog), default cat (cat) or a user 
option to customize the schedule for your pet (usr). 

dog: Default feeding schedule for a dog. Feeder is preset to (2) 2-cup (473 ml) meals per 
day at 8 am (08:00) and 5 pm (17:00). 

cat: Default feeding schedule for a cat. Feeder is preset to (2) 1/4-cup (59 ml) meals per 
day at 8 am (08:00) and 5 pm (17:00). 

usr: User option allows the feeding schedule to be customized by setting number of 
meals, meal times and meal sizes. Up to 12 meals can be scheduled each day (within a 
24 hour period). The meal times can be set in 15 minute increments. Meal sizes can be 
set in 1/8-cup (30 ml) increments, with a minimum portion of 1/8-cup (30 ml) to a 
maximum portion of 4-cups (946 ml). 

To Set Default Feeding Schedule (Dog or Cat):
1.	After pressing

the RIGHT
button when
Time Setup is
complete, the
LCD screen
shows the time set and blinks the word dog. Press UP or DOWN buttons to scroll to
dog or cat to select desired default feeding schedule.

2.	Once desired option is displayed, press RIGHT or ENTER button to select and enter
Operating Mode (see “Operating Mode” page 15 for more details). The LCD screen
will then display the time and size of next scheduled meal.

To Set Custom Feeding Schedule (User):
1.	To set your own feeding schedule, press UP or

DOWN buttons to scroll to usr.

2.	Press RIGHT or ENTER button to enter
customizable meal menu. This is shown by the
number 1 blinking at top of LCD screen, which is
meal 1. The time indicator of 8:00 AM (08:00 if set
to 24 hour format) should show in middle of screen
and meal size of 2 cup (473 ml if set to 24 hour
format) should show in lower left corner of screen. If a different meal was previously
setup, then the time and size of that meal will display.
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3.	Press RIGHT button to move to the hour field to set the time for meal 1.

4.	Use UP or DOWN buttons to set hour for meal 1. If in 12 hour time format, set hour
with desired AM or PM setting. Press RIGHT button to move to minute field.

5.	Use UP or DOWN buttons to set minute. Each meal time can be set in 15 minute
increments. Press RIGHT button to move to meal size field.

6.	Use UP or DOWN buttons to set desired meal size. Meal size can be adjusted in
1/8-cup (30 ml) increments, with a minimum portion of 1/8-cup (30 ml) to maximum
portion of 4-cups (946 ml).

7.	Press RIGHT button to move back to meal number
field. Use UP button to move to next meal, which is
meal 2. The LCD screen should show time of 5:00 PM
(17:00 if in 24 hour format) and meal size of 2 cup,
unless a different meal was previously setup. To
schedule a second meal, press RIGHT button to
move to hour field to set time. Repeat steps 4 through 7 for as many meals (up to 12)
you want to schedule.

Note: Up to 12 meals can be scheduled. For any of the 12 meal options you do
not want to schedule, leave the meal size fields blank or set to “--- cup” or “--- ml”.

8.	After programming desired number of meals, return to the meal number field. Press and
HOLD ENTER button for 5 seconds to program feeding schedule and enter Operating
Mode (see “Operating Mode” page 15 for more details). The LCD screen will then
display the time and size of next scheduled meal.

2C.	Fill With Food: 
Do NOT use outdoors. FOR INDOOR HOUSEHOLD USE ONLY. 
Check operation frequently to be sure the pet feeder is dispensing 
properly. For dry food use only. DO NOT use wet, canned or moist 
food. Pet feeder should be placed on a level surface. 

Do not install or store pet feeder where it will be exposed to weather or 
temperatures below 40° F.

Place feeder in desired location. Fill feeder hopper with dry or semi-moist pet food, 
allowing room to replace lid.

To Replace Lid: Align front tab on lid into slot behind 
the control panel. Lower back of lid and push down 
until lid latch snaps into place.

To Prepare Conveyor with Food: If buttons are 
locked, press ENTER and UP buttons AT SAME 
TIME to unlock. Next press ENTER and LEFT 
buttons AT SAME TIME to prepare feeder conveyor 
to dispense food. Release buttons when you hear 
conveyor moving and filling each section with food 
getting ready for the first scheduled meal. Pieces 
of food may be dispensed into the bowl. Pour any 
dispensed food back into hopper. Every time the 
hopper is empty or almost empty and is refilled with food, the conveyor must be prepared.  

Note: If conveyor is not prepared as instructed, no meal or incorrect meal sizes
will be dispensed. Ensure conveyor is properly prepared with food every 

time hopper is refilled.

Example Meal:
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Operating Mode 
When you enter Operating Mode, the LCD screen will display the time and size of the next 
scheduled meal. The additional modes available in Operating Mode are: Slow Feed Mode, 
Immediate Feed Mode, and Pause Feed Mode. Also you can unlock the 5-Button Navigation, 
view the current set time, change the time or time format and return to Setup Mode to change 
the feeding schedule.

Button Lock
After 2 minutes of inactivity, the 5-Button Navigation will 
lock to prevent it from accidentally being used. The lock 
icon will show in the upper left corner indicating the buttons 
are locked. 

	 To Unlock Buttons:
1.	Press ENTER and UP buttons AT SAME TIME to unlock the 5-Button Navigation. The 

lock icon will disappear from the LCD screen. 

Slow Feed Mode
Slow Feed Mode. Slow Feed Mode slows down the rate the conveyor dispenses food into the 
bowl. The conveyor slowly dispenses each meal over a 15 minute period.  This mode is 
applied to all scheduled meals. This is useful if you have a pet that tends to eat their food too 
quickly, which causes them to get sick.  
 
	 To Set Slow Feed Mode: 
	 1. If buttons are locked, press ENTER and UP 		
		  buttons AT SAME TIME to unlock.

	 2. Press the LEFT button. The Slow Feed icon (turtle) 	
		  will appear in the lower right corner.

	 To Cancel Slow Feed Mode:
	 1. If buttons are locked, press ENTER and UP buttons AT SAME TIME to unlock.

	 2.	Press the LEFT button. The Slow Feed icon will disappear from LCD screen.

Immediate Feed Mode
If you wish to feed your pet before the next scheduled meal, you can use Immediate Feed 
Mode. This immediately dispenses the next scheduled meal with a push of a button. The 
feeder keeps track of this activity and two consecutive meals CANNOT be immediately fed. 
Another immediate feeding cannot be given until the scheduled meal-after-next is dispensed 
as programmed. 

	 To Set Immediate Feed Mode:
	 1. If buttons are locked, press ENTER and UP buttons AT SAME TIME to unlock.

	 2. Press the RIGHT button and the feeder will immediately dispense the next meal 		
		 scheduled.  The LCD screen will display the meal-after-next that is scheduled. 

Pause Feed Mode
The Healthy Pet Simply Feed™ allows scheduled meals to be temporarily stopped without the 
need to reprogram or disable power by setting feeder to Pause Feed Mode. While in Pause 
Feed Mode, the hopper will not dispense any food into bowl. Also Pause Feed Mode is used 
during cleaning to keep the feeder conveyor in sync with the feeding schedule. Pause Feed 
Mode must be canceled for the feeder to resume dispensing the scheduled meals.

	 To Set Pause Feed Mode:
	 1. If buttons are locked, press ENTER and UP buttons 	

		 AT THE SAME to unlock.

	 2. Press the DOWN button and the LCD screen will 		
		 display “ll” indicating Pause Feeding Mode is set.
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To Cancel Pause Feed Mode:
1.	If buttons are locked, press ENTER and UP buttons AT SAME TIME to unlock.
2.	Press the DOWN button until the pause indicator “ll” is removed from the LCD screen

and displays the next scheduled meal.

View/Change Time
While in Operating Mode you can view the time set during the Initial Setup steps. Also you 
can change the time or time format if you move to a different time zone or country or during 
Daylight Saving Time.

To View Time:
1.	If buttons are locked, press ENTER and UP buttons AT SAME TIME to unlock.

2.	Press the UP button and the time will display on the LCD screen. DO NOT HOLD
button for 5 seconds or more, or you will enter the time setup menu.

To Change Time Format:
1.	If buttons are locked, unlock by pressing and holding ENTER and UP buttons AT

SAME TIME.
2.	Press and HOLD the UP button for 5 seconds. The time setup menu will display with

the hour field blinking.
3.	Press LEFT button and LCD screen will display a blinking 12. Use UP and DOWN

buttons to scroll to select 12 hour or 24 hour format. Use steps 3 and 4 under “To
Change/Set Time” below to set the current hour and minute.

To Change/Set Time:
1.	If buttons are locked, press ENTER and UP buttons AT SAME TIME to unlock.

2.	Press and HOLD the UP button for 5 seconds. The time setup menu will display with
the hour field blinking.

3.	Use UP or DOWN buttons to scroll through numbers to set current hour with current
AM or PM if in 12 hour format. Press RIGHT button to move to minute field.

4.	Use UP or DOWN buttons to scroll through numbers to set current minute. After current
minute is set, press ENTER or RIGHT button to program new time.

Setup Mode
If you wish to change, add or remove a scheduled meal, you will need to return to Setup 
Mode. You can even adjust meals if you are set to the default dog or default cat feeding 
schedule.

Note: The default dog and cat options are intended as quick setup for first time use. 
The only way to return to a default feeding schedule is to remove batteries or power 
adapter from feeder, wait 10 seconds and reinstall. This will take you back through the 
Initial Setup steps.

To Return to Setup Mode:
1.	While in Operating Mode, press and HOLD the ENTER button for approximately 5

seconds. The LCD screen will return to the meal menu and display the first meal
currently scheduled.

2. See steps 2 through 8 under “To Set Custom Feeding Schedule (User)” page 13 for
details on changing the meal settings.

To Exit Setup Mode:
1.	After programming desired number of meals, return to meal number field. Press and

HOLD ENTER button for 5 seconds to program feeding schedule. This returns feeder
to Operating Mode and the screen will display the next scheduled meal.
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Care and Cleaning 
The Healthy Pet Simply Feed™ comes apart for easy cleaning. The washable parts are:  
stainless steel bowl, bowl holder, hopper lid, hopper and conveyor. The stainless steel bowl, 
bowl holder, hopper lid and hopper are dishwasher safe. Only clean the conveyor by  
hand-washing using cool or warm soapy water. These washable parts can be submerged 
in water. Rinse and let all parts air dry completely before assembling feeder. DO NOT use 
hot water, submerge the hopper base in water or clean the conveyor in an automatic 
dishwasher.

Do NOT immerse control panel in water. Base unit should NOT be 
submerged in water at any time, as this may damage electronic 
components.

	 To Clean Feeder:
1.	If you have any food in the feeder, press UP and ENTER buttons AT SAME TIME to 

unlock 5-Button Navigation. Next run the “To Prepare Conveyor with Food” cycle (see 
page 14) by pressing the ENTER and LEFT buttons AT SAME TIME. This will dispense 
any food remaining in the conveyor and hopper into the bowl. Repeat the “To Prepare 
Conveyor with Food” until no more food is dispensed or just a few pieces of food are 
dispensed from the feeder.

2.	Set feeder to PAUSE FEED MODE. This keeps the 
conveyor in sync with the feeding schedule when 
reassembled.

3.	Remove stainless steel bowl from bowl holder by 
first lifting up back of bowl and then front. 

5.	Remove lid by pulling back finger latch then lifting 
up using finger grips (see “Remove From Package” page 10).

6.	Remove hopper by pressing hopper release button on back of feeder then lift to remove 
(see “Clean Removable Parts” page 10).   

7.	Remove conveyor by pulling back red conveyor latch to unlock. Lift to remove (see 
“Clean Removable Parts” page 10). 

8.	Remove conveyor crumb catcher by gently 
pressing in sides and pulling down. 
 
 
 
 
 
 
 
9.	Remove bowl 
holder by 
releasing one tab 
on inside of 
feeder base 
using a finger nail 
or screw driver 
while gently 
pulling down on 
same side of 
bowl holder from 
the outside. 
Release other 
tab and pull 
down other side 
of bowl holder. 



18	 Customer Care Center 1-800-732-2677

10.	The stainless steel bowl, bowl holder, hopper lid and hopper are dishwasher safe. The
conveyor must only be washed by hand. Submerge conveyor and crumb catcher in
cool or warm soapy water and hand-wash. Use a cleaning brush or toothbrush to clean
food debris and residue from conveyor belt. Rinse and let air dry completely. Stand
conveyor upright with front chute on flat surface for best drying results.

11.	Make sure all parts are completely dry. Reinstall crumb catcher on conveyor.
Reassemble feeder ensuring conveyor is aligned and installed correctly (see
“Assemble Feeder” page 11).

12.	After reassembling, make sure to cancel PAUSE FEED MODE (see “Pause Feed
Mode” page 150.

13.	After refilling with food, make sure to push ENTER and LEFT buttons AT SAME TIME
to prepare feeder conveyor to dispense food. You should hear the conveyor moving
and filling each section with food getting ready for the first scheduled meal.

Power Adapter Operation 
The Healthy Pet Simply 
Feed™ is battery 
operated, but has a 
power adapter 
connection located on 
the back of the feeder 
(power adapter sold 
separately, see 
“Replacement Parts 
and Accessories” page 
20). If the power 
adapter is used to operate the feeder, the batteries function as a back-up power source in 
case of a power loss. When power adapter is being used as power source, the power adapter 
icon will appear at the top of the LCD screen.
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Troubleshooting
The answers to these questions should help you solve most problems you may have with the 
pet feeder. If they do not, please contact our Customer Care Center at 1-800-732-2677.

TROUBLESHOOTING

PROBLEM SOLUTION

5-Button Navigation is locked/ 
buttons do not work.

• Buttons automatically lock after 2 minutes of inactivity. 
To unlock 5-Button Navigation, press UP and ENTER 
buttons AT SAME TIME.

Hopper lid is not fitting properly. • Ensure conveyor agitator is positioned inside back food 
chute on hopper with release button locked in place (see 
“To Install Hopper” page 12).

• Check conveyor is installed with food chute and gear 
aligned correctly inside hopper base, and conveyor latch 
is locked in place (see “To Install Conveyor” page 11).

Hopper is not fitting properly. • Ensure conveyor agitator is positioned inside back food 
chute on hopper with release button locked in place (see 
“To Install Hopper” page 12).

• Check conveyor is installed with food chute and gear 
aligned correctly inside hopper base, and conveyor latch 
is locked in place (see “To Install Conveyor” page 11).

Red conveyor latch will not 
lock.

• Check conveyor is installed with food chute and gear 
aligned correctly inside hopper base (see “To Install 
Conveyor” page 11).

Not dispensing meal sizes 
programmed or no food at all.

•	 Ensure hopper is filled with food.
•	 Check if feeder is in Pause Feed Mode. Feeder will not 
dispense food until pause is removed (see “Pause Feed 
Mode” page 15).

•	 Make sure feeder is not in Setup Mode. Feeder must be 
in Operating Mode to dispense food (see “Setup Mode” 
page 16)

• Ensure you are only using dry or semi-moist food.
•	 Check if LCD screen is showing an error.
•	 Ensure conveyor agitator is positioned inside back food 
chute on hopper with release button locked in place (see 
“To Install Hopper” page 12).

•	 Conveyor belt may not have been aligned properly when 
installed, conveyor may be out of sync with motor or the 
“prepare conveyor with food” cycle may not have been 
run when refilling hopper with food. Empty food, remove 
hopper and conveyor. Reinstall conveyor (see “To Install 
Conveyor” page 11). Press ENTER and LEFT buttons 
AT SAME TIME to cycle the conveyor. Remove conveyor 
again and align lip on conveyor with arrows on side of 
conveyor housing (see “To Install Conveyor” page 11). 
Reinstall conveyor and hopper. Refill with food. Press 
ENTER and LEFT buttons AT SAME TIME until conveyor 
starts moving and filling with food.

•	 Meal size/portion may be slightly off due to type of dry 
or semi-moist food being used. Try adjusting meal sizes 
accordingly (for example, if feeder is dispensing 1/8-cup 
less than programmed, increase meal sizes by 1/8-cup).



20	 Customer Care Center 1-800-732-2677

Dispensing extra meals. • For any of the 12 meal options you do not want to
schedule, leave meal size field blank or set to “--- cup”
or “--- ml”. Return to Setup Mode by pressing and
holding ENTER button for 5 seconds. Use buttons to
check each of the 12 meals and ensure meal sizes are
set to “--- cup” or “--- ml” for any meals you do not
want scheduled (see “To Set Custom Feeding Schedule
(User)” page 13).

Dispensing food slowly. • Check if Slow Feed mode is set on feeder with Slow
Feed indicator displayed in lower right corner of LCD
screen. When set, Slow Feed applies to all scheduled
meals (see “Slow Feed Mode” page 15).

• Ensure you are using only dry or semi-moist food.

Not dispensing meals at 
scheduled times.

• Remember that meals can only be scheduled within 15
minute increments (for example: 5:00, 5:15, 5:45 or
6:00 pm).

• Check clock to ensure time is set correctly (see “View/
Change Time” page 16).

Error Screen F01 • Ensure conveyor agitator is positioned inside back food
chute on hopper with release button locked in place (see
“To Install Hopper” page 12). All scheduled feedings will
stop until error is cleared. To clear error, press ENTER
button. Once cleared, feeder will pick up with next
scheduled meal.

• Jammed motor. All scheduled feedings will stop until
error is cleared. To clear error, press ENTER button.
Once cleared, feeder will pick up with next scheduled
meal.

• If F01 error repeats or continues, disassemble and clean
feeder, ensuring to thoroughly clean conveyor (see “Care
and Cleaning” page 17).

Error Screen F02 • Switch or motor obstruction or error. Contact Customer
Care (see “Customer Care International” page 21).

Replacement Parts and Accessories 
Replacement parts or accessories for your pet feeder can be purchased by visiting 
www.petsafe.net or by contacting our Customer Care Center at 1-800-732-2677.

Part Description Replacement Part Number

Power Adapter PAC00-15035

Hopper Lid PAC00-15033

Bowl and Bowl Holder Kit PAC00-15034

Battery Door, Hopper Door and Conveyor 
Cover Kit

PAC00-15036
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Customer Care International
USA & Canada - Tel: 800-732-2677
Monday - Friday 8 AM - 8 PM / Saturday 9 AM – 5 PM
Australia - Tel: 1800 786 608
Monday - Friday 8:30 AM - 5 PM
New Zealand - Tel: 0800 543 054
Monday - Friday 10:30 AM - 7 PM

Terms of Use and Limitation of Liability
1.	Terms of Use	  

This Product is offered to you conditioned upon your acceptance without modification of the terms, 
conditions and notices contained herein. Usage of this Product implies acceptance of all such terms, 
conditions, and notices.  

2.	Proper Use	  
This Product is designed as a system for automatic dispensing of dry pet food. The specific 
temperament of your pet may not work with this Product. If you are unsure whether this is appropriate for 
your pet, please consult your veterinarian, certified trainer or contact our Customer Care Center or visit 
our website at www.petsafe.net. Proper use includes reviewing the entire Operating Guide provided with 
your Product and any specific Caution statements. 

3.	No Unlawful or Prohibited Use	  
This Product is designed for use with pets only. This device is not intended to harm, injure, or provoke. 
Using this product in a way that is not intended could result in violation of federal, state or local laws.

4.	Limitation of Liability	  
In no event shall Radio Systems® Corporation be liable for any direct, indirect, punitive, incidental, special 
or consequential damages, or any damages whatsoever arising out of or connected with the use or 
misuse of this Product. Buyer assumes all risks and liability from the use of this Product. 

5.	Modification of Terms and Conditions	  
Radio Systems® Corporation reserves the right to change the terms, conditions and notices under which 
this Product is offered.

Compliance
FCC/Canada
This Class B digital apparatus complies with Canadian ICES-003. This equipment has been 
tested and found to comply with the limits for a Class B digital device, pursuant to Part 
15 of the FCC Rules. These limits are designed to provide reasonable protection against 
harmful interference when the equipment is operated in a residential environment. This 
equipment generates, uses, and can radiate radio frequency energy and, if not installed 
and used in accordance with the instruction guide, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not occur in a practical 
installation. If this equipment causes harmful interference to radio or television reception, 
which can be determined by turning the equipment off and on, the user is encouraged to try to 
correct the interference by one or more of the following measures:
• Relocate the interfered receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different to that to which the receiver is   		
   connected.
• Contact the Customer Care Center 1-800-732-2677.
This device complies with Industry Canada Rules. This device complies with part 15 of the 
FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause 
harmful interference, and (2) this device must accept any interference received, including 
interference that may cause undesired operation.
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Unauthorized changes or modifications to the equipment, not approved by Radio Systems® 
Corporation, could result in not meeting compliance with FCC regulations and could void the 
user’s authority to operate the equipment. 

Australia
This device complies with the applicable EMC requirements specified by the ACMA (Australian 
Communications and Media Authority). 

CE
This equipment has been tested and found to comply with relevant EU Electromagnetic 
Compatibility, Low Voltage and R&TTE Directives. Before using this equipment outside 
the EU countries, check with the relevant local R&TTE authority. Unauthorized changes or 
modifications to the equipment that are not approved by Radio Systems® Corporation are in 
violation of EU R&TTE regulations, could void the user’s authority to operate the equipment, 
and void the warranty. The Declaration of Conformity can be found at: http://www.petsafe.net/
customercare/eu_docs.php.

Warranty
One Year Non-Transferrable Limited Warranty
This Product has the benefit of a limited manufacturer’s warranty. Complete details of the 
warranty applicable to this Product and its terms can be found at www.petsafe.net and/or are 
available by contacting your local Customer Care Center:
Radio Systems PetSafe Europe Ltd, 2nd Floor, Elgee Building, Market Square Dundalk, Co. 
Louth, Ireland 

Radio Systems Corporation, 10427 PetSafe Way, Knoxville, TN 37932 USA

Australia/New Zealand – In compliance with the Australian Consumer Law, Warranties 
Against Defects, effective January 1, 2012, warranty details of this Product are as 
follows:
One Year Non-Transferrable Limited Warranty
What is covered: Radio Systems Australia Pty Ltd (hereinafter referred to as “Radio Systems”) 
warrants to the original retail purchaser, and not any other purchaser or subsequent owner, 
that its Product, when subject to normal and proper residential use, will be free from defects 
in material or workmanship for a period of one (1) year from the purchase date. An “original 
retail consumer purchaser” is a person or entity who originally purchases the Product, or a 
gift recipient of a new Product that is unopened and in its original packaging. When serviced 
by Radio Systems Customer Service, Radio Systems covers labor and parts for one year of 
ownership; after the first year, a service or upgrade charge will apply relative to replacement of 
the Product with new or refurbished items at Radio Systems’ sole discretion.
The limited warranty is non-transferrable and shall automatically terminate if the original retail 
consumer purchaser resells the Radio Systems Product or transfers the property on which the 
Radio Systems Product is installed. This Limited Warranty excludes accidental damage due to 
dog chews; lightning damage; or neglect, alteration, and misuse. Consumers who purchase 
products outside of Australia, New Zealand, or from an unauthorized dealer will need to return 
the Product to the original place of purchase for any warranty issues. 
Please note that Radio Systems does not provide refunds, replacements, or upgrades for 
change of mind, or for any other reason outside of these Warranty terms.
Claims Procedure: Any claim made under this Warranty should be made directly to Radio 
Systems Australia Pty Ltd Customer Care Centre at:
Radio Systems Australia Pty Ltd, PO Box 765, Mudgeeraba QLD 4213
Australia Residents: 1800 786 608
New Zealand Residents: 0800 543 054
Email: info@petsafeaustralia.com.au
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To file a claim, a proof of purchase must be provided. Without a proof of purchase, Radio 
Systems will not repair or replace faulty components. Radio Systems requests the Consumer to 
contact the Radio Systems Customer Care Center to obtain a Warranty Return Number, prior to 
sending the Product. Failure to do so may delay in the repair or replacement of the Product. 
If the Product is deemed to be faulty within 30 days from date of original purchase, Radio 
Systems will organize for a replacement to be sent in advance of returning the faulty Product. 
A Post Bag will be included with the replacement Product for the return of the faulty Product. 
The Product must be returned within 7 days of receiving the replacement. If the Product is 
deemed to be faulty after 30 days from the date of original purchase, the consumer will be 
required to return the Product to Radio Systems at the consumer’s own expense. Radio 
Systems will test and replace the faulty unit or its components and return to the consumer free 
of charge, provided the Product is within its said warranty period. This warranty is in addition 
to other rights and remedies available to you under the law. Radio Systems goods come with 
guarantees that cannot be excluded under the Australia Consumer Law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other reasonably 
foreseeable loss or damage. You are also entitled to have the goods repaired or replaced if the 
goods fail to be of acceptable quality and the failure does not amount to a major failure.
Should you have any queries or require any further information, please contact our Customer 
Care Center on 1800 786 608 (Australia) or 0800 543 054 (New Zealand).
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