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Band Sawmill with Electric or Petrol Engine 

Technical Data   BSW-66GL BSW-66 

Drive 
4-Takt-OHV-Petrol Engine G300FA 
6,8 kW / 302 cm³ 

400V / 50Hz 
5,5 kW S1 

Max. Log Diameter 660 mm 660 mm 

Max. Board Width 580 mm 580 mm 

Max./Min. Sawing stroke 500 / 35 mm 500 / 35 mm 

Max. Cutting Depth 180 mm 180 mm 

Cuttin length basic version 5000 mm 5000 mm 

extensions (optional) 1950 mm 1950 mm 

Max./Min. cutting length  Unlimited / 1000 mm Unlimitied / 1000 mm 

Feeding Manually  Manually 

Height Adjustment Electric Electric 

Impeller Diameter 480 mm 480 mm 

Impeller Width 25 mm 25 mm 

Band saw speed  15 m/s 15 m/s 

Cutting Kerf 1,4 – 2,2 mm 1,4 – 2,2 mm 

Coolant Reservoir 10 L 10 L 

dimensions (W/H/L) 2146 / 1760 / 6750 mm 2146 / 1760 / 6750 mm 

Weight (net/gross) 362 / 415 kg 385 / 438 kg 

Weight Extensions ca. 54 kg ca. 54 kg 

Packlaging Dimensions (L/W/H) 2200 / 640 / 800 mm 2200 / 640 / 800 mm 

Art. No. BSW66GL BSW66 

EAN 40 47424 00550 7 40 47424 00549 1 
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• The log band sawmill is particularly well suited for precise sawing of soft, hard and dry wood due to the smooth running 
of the drive wheels. 

• In the standard version the machine is suitable for processing 5 m long logs. Optionally, the bandsaw mill can be 
extended to any length with the optional roller conveyor extension. 
(EAN: 4047424005514 / Art. No. : 5BSWR2000) 

• Incl. saw band SL-Flex (3680 x 35 x 1,1) (EAN: 4047424048757 / Art. No. : 5BSWSB1)  

• Incl. 10 L coolant tank 

• Electrical height adjustment 
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